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NUMBER

TDS-3533/C
PRODUCT DESCRIPTION 
FCCN convoluted metal core conduit without cover 

PRODUCT RANGE 
Multiflex product range

MATERIAL & CONSTRUCTION:   CLASSIFICATION ACCORDING 
      TO NEN-EN-IEC 61386:
Construction: Galvanised steel core, square-locked.

Cover specifications: None.

Temperature: -55 ºC till +300 ºC.

Colour: Metal.

 Compression resistance: Class 4, High (1250N).

 Impact resistance: Class 4, High (6J).

 Tensile strenght: Class 3, Medium (500N).

 Protection class: IP 40.

APPLICATION AREA
FCCN is a galvanised steel square locked conduit. This general purpose conduit is very flexible and has many applications in industrial 

applications, construction, underfloor wiring systems and industrial machines. 

Approved by:
Rob Guichelaar

Technical Manager

Date:
August 1, 2019

Page: 
1 of 1

FCCN DIAMETRE BENDING RADIUS (CL) SMALL COIL STANDARD COIL LARGE COIL WEIGHT

Size
(dn)

Inside
(mm)

Outside
(mm)

Static
(mm)

Dynamic
(mm) Metre Article No. Metre Article No. Metre Article No. (kg/m)

10 7,0 9,0 20 30 - - - - 50 302.610.5 0,08

12 10,0 13,0 30 45 - - - - 50 302.612.5 0,13

16 13,0 16,0 45 60 - - - - 50 302.616.5 0,15

20 17,0 20,5 50 70 10 302.620.1 30 302.620.3 50 302.620.5 0,20

25 21,2 25,0 60 80 10 302.625.1 30 302.625.3 50 302.625.5 0,26

32 28,1 32,0 70 90 10 302.632.1 30 302.632.3 50 302.632.5 0,33

40 37,7 43,0 90 120 10 302.640.1 30 302.640.3 - - 0,52

50 48,4 54,0 110 140 10 302.650.1 30 302.650.3 - - 0,64

Square locked


